
TAPPETO MODULARE 2256ST TAB
25,4 mm (1”) - VERSIONE A SUPERFICIE PIANA CON LINGUETTA FISSA (SOLID TAB) 

Materiale del perno: PBT (bianco)
Passo: 25.4 mm (1”)
Larghezze disponibili: 4” singola via, 6” singola via, 6” + multipli di 3” (9”, 12”, 15”, …) 
Aperture (dim. approssimativa): 8.5x7.3 mm (0.33”x0.28”)
Area aperta: 29% (in rettilineo)
Metodo di guida: spinta su cerniere
Materiali: POM e NGE
Pignoni: come per le altre serie di tappeti 2256 (vedi il catalogo SmartGuide® pagina 30740a)

*Monofilare

Miglioramento al design del 2256 per tappeti larghi o quando elevate 
forze di ritenzione sono necessarie
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LARGHEZZA W B C R MIN. CAPACITÀ DI CARICO MAX RAGGIO DI CONTRO-CURVATURA PESO

mm in mm in mm in mm in RETTILINEO CURVILINEO mm in Kg/m2 lbs/ft.N/m lbs/ft. N lbs
101,6* 4 53,1 2.09 39,3 1.55 250 9.84

30000 2000 2000 450 25 0.98 7,75 1.58
152,4* 6 103,9 4.09 90,1 3.55 335 13.19

228,6 9 180,1 7.09 166,3 6.55 500 19.69

30000 2000 2000 450 25 0.98 7,75 1.58

304,8 12 256,3 10.09 242,5 9.55 690 27.17
381 15 332,5 13.09 318,7 12.55 870 34.25

457,2 18 408,7 16.09 394,9 15.55 1050 41.34
533,4 21 484,9 19.09 471,1 18.55 1225 48.23
609,6 24 561,1 22.09 547,3 21.55 1400 55.12

Questo tappeto è bi-direzionale e può compiere curve a destra e a sinistra È inoltre possibile creare curve a S 
laddove il carico lo permetta. Il tappeto è disponibile con varie clip e sistemi di guida.

https://www.regalbeloit.com/
https://www.regalbeloit.com/Brands/System-Plast
https://www.systemplastsmartguide.com/int/Italian-Smart-Guide/30740A/#
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*Monofilare

CODICE CODICE ARTICOLO

AA2516267* LFB2256ST-C-K400
AA2516268* LFB2256ST-C-K600

AA2516269 LFB2256ST-C-K900
AA2516270 LFB2256ST-C-K1200
AA2516271 LFB2256ST-C-K1500
AA2516272 LFB2256ST-C-K1800
AA2516273 LFB2256ST-C-K2100
AA2516274 LFB2256ST-C-K2400

CODICE CODICE ARTICOLO

AA2516543*                  LFB2256ST-S-K400
AA2516544*                    LFB2256ST-S-K600

AA2516545                     LFB2256ST-S-K900
AA2516546                     LFB2256ST-S-K1200
AA2516547                     LFB2256ST-S-K1500
AA2516548                     LFB2256ST-S-K1800
AA2516549                     LFB2256ST-S-K2100
AA2516550                     LFB2256ST-S-K2400

Solo una clip per il fissaggio del perno.

Clip senza TAB 
“C” Version

W

Alla clip di fissaggio del perno è attaccato un 
pattino di scorrimento che può ridurre l’attrito 
e fungere da pezzo di usura.

Clip con pattino di 
scorrimento 
Versione “S”

3 mm (0.11 in)
W

Contattare System Plast all’indirizzo SystemPlastTechSupport@regalbeloit.com per misure precise e stock prima 
di procedere con il design dei trasporti o dell’ordine.

Raggio minimo 
penna di trasferimento
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APPLICATION CONSIDERATIONS

The proper selection and application of products and components, including the related area of product safety, is the responsibility 
of the customer. Operating and performance requirements and potential associated issues will vary appreciably depending upon 
the use and application of such products and components. The scope of the technical and application information included in this 
publication is necessarily limited. Unusual operating environments and conditions, lubrication requirements, loading supports, and 
other factors can materially affect the application and operating results of the products and components and the customer should 
carefully review its requirements. Any technical advice or review furnished by Regal Beloit America, Inc. and/or its affiliates (“Regal”) 
with respect to the use of products and components is given in good faith and without charge, and Regal assumes no obligation or 
liability for the advice given, or results obtained, all such advice and review being given and accepted at customer’s risk.

For a copy of our Standard Terms and Conditions of Sale, please visit https://www.regalbeloit.com/Terms-and-Conditions-of-Sale. 
These terms and conditions of sale, disclaimers and limitations of liability apply to any person who may buy, acquire or use a Regal 
product referred to herein, including any person who buys from a licensed distributor of these branded products.

Regal, Smart Guide and System Plast are trademarks of Regal Beloit Corporation or one of its affiliated companies.
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